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Tool List

Tools needed for this section

Phillips Screwdriver 98 #1 and #2
1l ea 5/16 Open End Wrench

1 ea 3/8 Open End Wrench

1 ea 7/16 Open End Wrench

1 ea 1/2 Open End Wrench

1 ea 9/16 Open End Wrench

1 ea 11/16 Open End Wrench

2 ea 3/4 Open End Wrench

1 ea 7/8 Open End Wrench

1 ea 1/4 or 3/8 Ratchet for sockets
1 ea 5/32 Socket

1 ea 1/4 Socket

1 ea 3/8 Socket

lea 7/16 Socket

1lea 1/2 Socket

lea 9/16 Socket

lea 1/4 Reamer

1l ea 5/16 Reamer

1l ea 3/8 Reamer

1 ea .373 Reamer (Trim Stud bushing)
1 ea Needle Nose Pliers

1 ea .032 Safety Wire Spool

1 ea sheetof Sand Paper 9 #320 Grit
1 ea pad of Scotch Brite

VAIVEIVISUVEVEVAIVA VAL VIRV VANV VAIVAI VIRV UV VA VAU UV U UV VAR U BB V)

1 ea Drill Bits 0 #42, #30, #10

1 ea Deburr Tool

1 ea Power Dirill

1 ea Carpenter 6s 9
1 ea Thread Sealing Compound

1 cn Corrosion X

1 ea Low Buck Beading Tool 9 3/8

1 ea 1/8 Allen Wrench

1 ea Soft Blow Hammer

1 ea Tube Cutter

1roll Anti -Chafe Tape 8 1 0

1 ea Tube Flare Tool (37 deg)

1 ea Tape Measure

2 ea Sawhor se (36
lea 1/4 -20Tap

1 ea Pop Rivet Gun

1 ea Utility Knife

1 ea Safety Wire Pliers

1 ea Die Grinder &Cut - Off Wheel
1 ea Hacksaw

Optional:
1 ea Cordless Drill
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Vertical Fin Weldment

Locate in kit#200 -FS0025 the (2) MS35207 -268 screws, AN960 -10

washers and MS21042 -L3 nuts. Insert vertical fin into frame and us-

ing AN4 bolts to temporarily hang rudder on vertical fin. With vertical

fin and rudder on frame, adjust the fwd vertical fin attachment up

and down till the gap on top of the
length. Note: You may have to cut fwd fin tube up to 1 1/2 inches to

gain this fit. Using a #10 drill, drill from side to side thru frame and

vertical fin 1/2 inch down from top of frame mount. Insert MS35207

268 screw and secure with AN960 -10 washer and MS21042 -L3 nut
and tighten. Using #10 drill, drill from fwd to aft , (1) inch down from

the top of the tail post frame and insert the MS35207 -268 screw from
aft to fwd and secure using AN960 -10 washer and MS21042 -L3 nut
and tighten. Install Fin fairing (310 -FS0047) from backbone stringer

to Vertical Fin with hole centered over jackscrew shaft. Secure with
MS35206 -219 screw, AN960 -4 washer MS21042 -04 nut and tighten.

Please remove rudder to prevent damage!

Torque Tube Saddle

Dress out Torque Tube by first using a fine file to level the top of the
saddle and use 320 grit sandpaper to smooth out bearing surface of
the saddle. Using a 1/4 inch ream, ream (1) mount hole in each sad-
dle.
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Mounting screws

Grease fitting

Ream to 1/4 inch

Sand smooth
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Forward Floorboard

Install fwd floorboard in frame and center left to right. Forward end of
floorboard should be located at the aft side of the lower fwd frame

tube with an 1/8 inch overlap. Hold floorboards in place with clamps

while using a #10 drill to drill the (2) holes located at the aft end of

the fwd floorboard. Install (2)Monadnack 10 -32 clip nut plates found
in Kit # 200 -FS0030 and secure the fwd floorboard with (2) MS27039
-1-13 screws and (2)AN970 -3 washers and tighten.

Aft. Floorboard

Once the fwd floorboard is secure, slide rear floorboard forward
against the fwd floorboard and use a #10 drill to drill the (4) holes in

the edges of the floorboard and install (4) Monadnack 10 -32 clip nut
plates and secure the aft floorboard with (4) MS27039 -1-13 screws
and (4)AN970 -3 washers and tighten.

© 2007 Texas Sport Aircraft Company Page22 Rev X.X
Manual PN:TX500 -MS1000 3/20/2007




Fuselage Assembly Manual

Aft floorboard

Fwd floorboard

Do not forget
these bolts
They must be in-
stalled before the
Fwd
Floorboard

Floorboard
mounting screws

a
Aileron

stops
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